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Alabama Port Authority – Port of Mobile
Invitation to Bid




BID PURPOSE AND REQUIREMENTS FOR
BUILDING 55 INTERIOR UPGRADES – 2nd FLOOR

The Alabama Port Authority (APA) will accept sealed bids for interior upgrades to Building 55 – 2nd Floor (R) located at 1901 13th Street: Mobile, AL 36602. Building 55 is a Restricted Facility (R), as designated by the Maritime Transportation Security Act 2002 and the APA Facility Security Plan (for more information go to  https://www.alports.com/port-access/ ).

This bid solicits proposals for installation of Patterned Broadloom Stain Resistant Commercial Grade Carpet & Base, installation of Waterproof High-Performance Luxury Vinyl Plank, painting of specific areas and installation of a quartz countertop with backsplash (breakroom only). Work will be in accordance with the requirements stated herein, Scope of Work Specifications, attached insurance requirements, all referenced documents and applicable State of Alabama laws. The work consists principally of providing labor, materials, equipment, insurance and supervision necessary for the work described in this bid package (floorplan and specifications attached). 

The Alabama Port Authority reserves the right to terminate and amend this contract without cause nor penalty. The APA also reserves the right to reject any and all bids deemed for the interest of the APA and to strike out any item or items in the proposals, and to waive any defect or irregularity not a violation of law or to make any modification in the several conditions herein stipulated that are deemed to be in the best interest of the APA, including the separation of items of a class in making awards. In general, awards will be made to the lowest satisfactory bidder.
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	 Joy Lang
 Fixed Assets & Service Contracts                                                 
	Date
	
	

	
Approved:
	
	
	

	
	
	
	

	
Kelly Sims
Real Estate Manager
	
Date
	          
 Judith Adams
 V.P. Internal & External Affairs
	

Date

	
	
	

	


	Linda Paaymans
CFO, Secretary/Treasurer
	Date
	John C. Driscoll                                             Director & CEO
	
Date



No allowance will be made for errors, either of omission or commission, on the part of the bidders. It must be assumed that bidders have fully informed themselves as to all conditions, requirements, and specifications before submitting proposals and they cannot expect to be excused or relieved from the responsibility assumed by their proposals on the plea of error. In case of error in extension of prices, the unit price will govern. The APA reserves the right to reject at will any employees of the Contractor to perform work on APA property.
[bookmark: _Hlk104364933]Prospective bidders must attend a MANDATORY Pre-bid Meeting and Tour of the facility on Monday, June 20th, 2022, at 9:00 am CST. The meeting will begin in the Killian Room at the International Trade Center; 250 North Water Street; Mobile, AL 36602. Due to TWIC escort regulations, only one person per company is allowed to attend the pre-bid tour. Confirm your attendance at the mandatory pre-bid meeting to Joy Lang at joy.lang@alports.com no later than noon, Thursday, June 16, 2022. Failure to confirm your attendance may result in you not being able to attend the mandatory pre-bid meeting and tour, which is required in order to bid. Masks will be required in the van. The purpose of the meeting and tour is to allow prospective bidders to carefully examine the site of the proposed work and familiarize oneself as to the character, quality and quantities of work to be performed, and as to the requirements of the proposed contract. The submission of a proposal shall be proof that the bidder has made such examination and is satisfied as to the conditions to be encountered in performing the work and as to the requirements of the proposed contract. Prospective bidders must have a valid photo ID issued by a city, state or federal agency in order to attend the pre-bid tour.  

The Contractor shall comply with all Federal and State laws, local ordinances and regulations and all orders and decrees of bodies or tribunals having any jurisdiction or authority, which in any manner affect those engaged or employed on the work, or which in any way may affect the conduct of the work. 

Include in all bid proposals a copy of your City of Mobile Business license and any other appropriate licenses.  Non-residents of the State must submit in their bid proposal evidence of having qualified with the Secretary of State to do business in Alabama.  For bids of $50,000, or more, the bidding Contractor must include evidence of holding a current license from the State Licensing Board for General Contractors, Montgomery, Alabama, as required by Chapter 8 of Title 34 of the Code of Alabama, 1975, with the classification being Building Construction (BC) or Building Construction Under Four Stories (BCU4)  Failure to enclose the specified documents in the sealed bid package will invalidate the bid. All bids over $15,000 must be notarized.

Prospective bidders must also include in their bid proposal submission a signed and notarized copy of the attached STATE OF ALABAMA DISCLOSURE STATEMENT as required by Alabama Act 2001-955. Failure to enclose the signed and notarized form in the sealed bid package will invalidate the bid. All bids over $15,000 must be notarized.

The Contractor shall place a competent superintendent on the project who shall have experience in the work being performed under the contract. The assigned superintendent shall have the responsibility for the day-to-day operations of the work and shall remain on the project site while the work under the contract is being performed. The assigned project superintendent’s cellular telephone number shall be provided to Joy Lang where she might contact the superintendent in case of an emergency. In the event the project superintendent cannot be available on any given day or week during this project, the Contractor shall name an alternate superintendent, and immediately provide that person’s cellular telephone to Joy Lang.  The Contractor shall not reassign a superintendent without advance notification to Joy Lang at (251) 441-7123 or joy.lang@alports.com

Time is an essential element in this contract, as the execution of the work will inconvenience tenants and interfere with business. Therefore, it is imperative that the work be pressed vigorously to completion. The successful bidder will be required to complete the work under the contract within forty-five (45) calendar days after receipt of a “Notice to Proceed.” The work will have to be scheduled and performed in a manner that will not interfere with normal daily operations at Building 55. In addition, the cost to the APA of the administration of the contract, supervision, inspection and engineering will be increased, as the time occupied in the work is lengthened. Therefore, exclusive of Sundays and national holidays, for each day that the work remains incomplete after the time specified, an amount of $100.00 shall be paid by the contractor to the APA as liquidated damages for the loss sustained by the APA due to the failure of the contractor to complete the work within the specified time. 

Sealed bid proposals must be delivered via mail courier to the Alabama Port Authority, 250 North Water Street; Suite 330; Mobile, AL 36602 any time prior to bid opening. Bids must be sealed and must state the Bid Title (“Alabama Port Authority’s Building 55 Interior Upgrades”) on the outside of the envelope. Failure to mark and/or seal the Bid Package with the Bid Title may invalidate the bid. Sealed bid proposals can also be hand delivered to the aforementioned address any time prior to the bid opening.  All submitted bids will be publicly opened Monday, July 11, 2022, at 9:00 am CST in the Killian Room at 250 North Water Street, Mobile, AL. 36602.  THE APA WILL NOT ACCEPT BIDS VIA EMAIL OR FAX.

[bookmark: _Hlk104364888]Questions pertaining to this bid must be presented in writing, sent via email to Joy Lang, at joy.lang@alports.com no later than two (2) working days prior to the bid opening or will be forever waived. All answers will be posted to APA’s website.

[bookmark: _Hlk77841373]SCOPE OF WORK TO BE PERFORMED: The scope of services for this project will include what is listed below, as well as the furnishing of all supplies, parts, materials, maintenance, service vehicles, labor, labor supervision, tools, insurance and any other special equipment necessary to provide interior upgrades of the 2nd floor of the APA’s Building 55. Before installation, the Patterned Broadloom Stain Resistant Commercial Grade Carpet and Waterproof High-Performance Luxury Vinyl Plank must be approved by the APA. Products are to have a limited ten (10) year commercial warranty against manufacturing defects and limited five (5) year finish warranty or equal. The Contractor must furnish and install new vinyl base to match. The semi-gloss (for all surfaces) and high gloss (for doors and trim) paints should include primer and is to be manufactured by Sherwin Williams or an approved equal, APA will determine the color. The successful bidder must have working knowledge of painting and carpet installation. The successful bidder must demonstrate in the bid submittal evidence of a qualified and experienced staff. Bidder shall submit a list of equipment necessary to perform the job as well as: 

· Field verify all dimensions and conditions prior to construction.
· Exercise extreme care in removal of all existing construction so as not to damage construction to remain.
· Protect public spaces adjacent to the work site from any damage resulting from demolition or other work under this contract.
· Protect adjacent areas from dust due to demolition or construction.
· Coordinate all demo work and new work with Joy Lang and a point of contact at Building 55 (POC will be furnished to winning bidder).	
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· Secure work area.
· Paint second floor:
· All walls and trim are to be painted in corridors.
· Remove existing wallcovering, prep walls as required prior to painting. 
· Men’s restrooms (2) – all walls and trim to be painted.
· Women’s restroom (2) – all walls and trim to be painted.
· Conference room – all walls and trim to be painted.
· Breakroom – all cabinets, walls and trim to be painted.   
· Figure 8 and Secretary Area – all walls and trim to be painted. 
· For bid additive (if awarded) – all walls and trim in off cubicle areas to be painted & installation of LVT/Carpet.
· Breakroom – remove existing countertop & backsplash and install a quartz countertop with backsplash. Remove existing tile and install Waterproof High-Performance LVT Plank.
· Figure 8 Hallway, Secretary Area & Conference Room – remove  existing carpet & install new patterned broadloom stain resistant commercial grade carpet. Contractor shall patch floors as required to provide a smooth transition where existing floor is to be removed.
· Furnish and install threshold at door openings to corridors. 
· Neatly place new flooring around all existing electrical receptacles. 
· Keep workspace clean and remove all debris at the end of each workday.  

CONTRACTOR’S RESPONSIBILITY: The Contractor shall be responsible for all damages to persons or property that occur on APA property, as a result of the contractor’s fault or negligence, as well as that resulting from acts of the Contractor’s employees, agents and subcontractors. The Contractor shall also save and keep harmless the APA against any or all lost cost, damage claims expenses or liability in connection with the performance of this contract.
 
PROTECTION OF THE ALABAM PORT AUTHORITY’S BUILDINGS AND EQUIPMENT: The Contractor shall use reasonable care to avoid damaging existing buildings and/or equipment on APA property. If the Contractor fails to do so and damages any such buildings or equipment, the Contractor shall replace or repair the damage at no expense to the APA. If the Contractor fails or refuses to make such repair or replacement, the Contractor shall be liable for the cost thereof, which may be deducted from the contract price. 

WARRANTY OF SERVICES: Not withstanding inspection and acceptance by the APA or any provision concerning the conclusiveness thereof, the Contractor warrants that all services performed under this contract will be free from defects in workmanship and will conform to the requirements of this contract at the time of acceptance. The APA shall be given written notice of any such defect or non-conformance to the Contractor. Such notice shall state either (1) the Contractor shall correct or re-perform any defective or non-conforming services, or (2) that the APA does not require correction or replacement. If it is required for the Contractor to remove and reinstall any equipment, it shall be at no cost to the APA. If the Contractor fails or refuses to correct or replace with similar services, APA reserves the right to terminate the contract immediately at no cost to the APA. The Contractor will be held liable for any delay, loss, damage or detention caused by acts or circumstances beyond the APA’s control including, without limitation, unavailability of machinery, equipment or materials, delay of carriers, strikes, including those by Contractor's employees, priority regulations, acts of terrorism, action of the elements, forces of nature, or by any cause beyond its control. Contractors must furnish a warranty. Original manufacturer warranties are to remain in effect afterward and be assigned to APA. Contractors shall be responsible for administering all warranties on installed carpet. 

CONTRACTOR TO COMPLY WITH LAWS: In the performance of this contract, the Contractor shall abide by all existing laws, codes, rules and regulations set forth by all appropriate authorities that have jurisdiction in the location where the work is to be performed. The Contractor shall also procure and pay for any necessary permits or licenses pertaining to the work hereunder.

The Contractor shall not be required under this contract to make other safety tests nor install new attachments as recommended or directed by insurance companies, federal, state, municipal or governmental authorities, not to make any replacement parts of a different design subsequent to the date of this contract, unless compensated for such installation.

PERFORMANCE BY THE ALABAMA PORT AUTHORITY:
The Alabama Port Authority agrees…
A. to permit the Contractor free and timely access to areas, with the intent that work hours will be after normal business hours and/or on weekends.
B. to report to the Contractor any conditions which may indicate the need for correction beyond the scope of their work.
C. that the contractor does not at any time assume possession or control of any part of the carpet, but such remains the State's exclusively as the APA thereof.

PAYMENT:
All invoices shall contain the ASA issued Purchase Order Number and shall be mailed to:

Alabama Port Authority
Attn: Accounts Payable
P. O. Box 1588
Mobile, AL 36633-1588

or sent via email to accountspayable@alports.com w/Joy Lang at joy.lang@alports.com in copy.

All invoices should indicate work performed at the location in the contract and date(s) worked. Invoices should be received no later than the fifth (5th) business day of each month and net thirty (30) days payment.  

Pursuant to the Code of Alabama, 1975, Title 40-23-4 (A) (11), the Alabama State Port Authority is exempt from paying taxes. An exemption letter will be furnished upon request.  

IMPORTANT NOTICE TO BIDDERS REGARDING ACCESS TO RESTRICTED FACILITIES: Successful bidders requiring access to the Alabama Port Authority’s restricted facilities to fulfill any obligations set forth in this bid must comply with the Authority’s Access Policy found in its entirety at https://www.alports.com/port-access/ It is the policy of the APA that all persons (operators, supervisors, truck drivers, etc.) seeking unescorted access to port facilities must obtain an APA issued photo ID badge, an APA vehicle decal and a Transportation Worker Identification Credential (TWIC) in their possession, no exceptions. Information about the Transportation Workers Identification Credential is available online at https://www.tsa.gov/for-industry/twic or by calling 1-855-347-8371. The local TWIC Enrollment Center is located at IdentoGo at 3761 Government Blvd.; Suite E1; Mobile, AL 36693. Information on MANDATORY Security Awareness Training classes can be found at https://alabama.port.training/ 

IMPORTANT NOTICE TO BIDDERS REGARDING EMPLOYMENT PRACTICES: Effective October 1, 2011, the Beason-Hammon Alabama Taxpayer & Citizen Protection Act requires that any business entity contracting with or approving any grant or incentives to the state, including the APA, certify compliance with the Act. Alabama’s law requires business entities conducting business with the state register with E-Verify on or before January 1, 2012. E-Verify is an Internet-based system that allows an employer to determine the eligibility of that employee to work in the United States. The E-Verify system is operated by the Department of Homeland Security in partnership with the Social Security Administration. E-Verify is available in Spanish. All bidders must certify such compliance by executing the enclosed Certificate of Compliance with the Beason-Hammon Alabama Taxpayer & Citizen Protection Act and returning it to the APA with your bid package. The Certificate must be witnessed. For more information about this system, please log on to http://www.dhs.gov/files/programs/gc_1185221678150.shtm. 

Bids will be awarded on an all or none basis unless otherwise stated. By signing this bid, I affirm the stipulated services will begin within ten (10) days from receipt of written notification to proceed by APA. Bidders must furnish with sealed bids, all insurance, City of Mobile business license and a list of all chemicals by manufacturer’s name with MSDS sheets, which must be approved by the Environmental Protection Agency and State of Alabama Agriculture and Industries, and appropriate certificates as received from federal, state and/or local agencies (to include, but not limited to, current Department of Agriculture and Industries permit), which verify qualifications to do such work listed in this bid. Bidders must also include a brief company history reflecting experience in the services listed in this bid and provide three commercial references. All bids over $15,000 must be notarized. 

Bidders Submitted Price for Scope of Work:
Bidders Total Price is all- inclusive (including, but not limited to APA credentials, travel time, travel expenses, materials, warranty and insurance). The Contractor herby agrees to perform the specified work for the prices outlined below. The prices may be increased or decreased during the project execution. In the event the pricing does change, the unit price shall apply according to the scope of work. 
	[bookmark: _Hlk71278494]Description
	Est. Qty.
	UOM
	Unit Price
	Value

	1. Insurance
	LS
	All
	LS
	$

	2. Removal of existing carpet & installation of patterned broadloom carpet & vinyl base – Figure 8 Hallway & Secretary Area 
(includes removal & replacement of furniture)
	LS
	All
	LS
	$

	3. Removal of existing tile & installation of high performance waterproof LVT – Reception Area, Restrooms & Breakroom 
(includes removal & replacement of furniture)
	LS
	All
	LS
	$

	4. Removal of existing carpet & installation of patterned broadloom carpet & vinyl base – Conference Room (includes removal & replacement of furniture)
	LS
	All
	LS
	$

	5. Removal of existing countertop & backsplash and  installation of quartz countertop and backsplash – Breakroom
	LS
	All
	LS
	$

	6. [bookmark: _Hlk71278998]Paint – Figure 8 Hallway & Secretary Area
	LS
	All
	LS
	$

	7. Paint – Restrooms
	LS
	All
	LS
	$

	8. Paint – Breakroom 
	LS
	All
	LS
	$

	9. Paint – Conference Room
	LS
	All
	LS
	$

	10. Labor, Materials & Supervision
(includes cost for APA credentials)
	LS
	All
	LS
	$

	[bookmark: _Hlk71279524]TOTAL 
	$



	ADDITIVE

	Description – Cubicle Areas & Accounting (216)
	Est. Qty.
	UOM
	Unit Price
	Value

	11. Paint 
	LS
	All
	LS
	$

	[bookmark: _Hlk104450041]12. Removal of existing carpet & installation of patterned broadloom carpet & vinyl base – Cubicle Areas 
(includes removal & replacement of furniture)
	LS
	All
	LS
	$

	12. Removal of existing tile & high performance waterproof LVT – Accounting (216) 
(includes removal & replacement of furniture)
	LS
	All
	LS
	$

	13.Labor, Materials & Supervision
	LS
	All
	LS
	$

	TOTAL 
	$


Any additional services MUST be approved in advance by Joy Lang.

PLEASE SEE ATTACHED INDEMNIFICATION SHEET & DISCLOSURE STATEMENT
______________________________ 
Company

_______________________________ 
Representative

________________________________ 
Phone

________________________________ 
Email

FOR ALL BIDS $15,000 AND OVER 
STATE OF ______________________) 
COUNTY OF ____________________)

On this ___ day of ___________________ , 20___, before me appeared _________________, to me personally known, who, being by me duly sworn, did say that such person executed the foregoing instrument as the free act and deed of such person, having been duly authorized to execute such instrument in such capacity. 

IN WITNESS WHEREOF, I have hereunto set my hand and official seal. 

_______________________________ 

Notary Public, State of _____________ 

_______________________________ 
Print Name 

My commission expires: ________ 

Receipt of following addendums is acknowledged:

Addendum No. ________
Addendum No. ________
Addendum No. ________

Contractor’s Signature:


Contractor Company: 

_____________________________________________________________________

__________________________     _______________________________    ________
Name                                               Title                                                            Date



INSTRUCTIONS FOR BIDDERS
ALABAMA PORT AUTHORITY

This instruction sheet is provided as a guide to facilitate the bid process and highlight important points for consideration by bidders. Each bidder is responsible for fully reading and complying with the instructions on the Alabama Port Authority bid form. This instruction sheet is to be used as a guide ONLY:

1. Alternate bid proposals and/or suitable attachments may be rendered, with proper support.  

2. If your company is not prepared to submit a bid, so state and sign to avoid being deleted from the prospective bidder's list.

3. The Alabama Port Authority reserves the right to reject all bids if deemed in the Alabama Port Authority's interest.

4. No allowance will be made for error, either omission or commission.

5. Unit price governs in errors relating to extension of prices.

6. Bids will not be accepted via FAX or EMAIL. All bids must be sealed and sent via mail courier or hand delivered to APA Fixed Assets Office located in the International Trade Center Building, Suite 330; 250 N. Water St.; Mobile, AL., before the specified date and time.

7. The Alabama Port Authority accepts no responsibility for facilitating the receipt of bids.

8. Bid proposals must be filled out completely, including the name, address, telephone number, fax number (if possible), and signature of the responsible person.

9. Please specify the bid title on envelope.

10. Bids over $15,000 per year must be notarized. Notarization is not required on "SALE" bids.

11. Bids received after the specified opening time will be returned to the bidder unopened. Bidders are requested to show a return address on the bid envelope.

12. Questions must be submitted in writing to Joy Lang at joy.lang@alports.com 
ALABAMA STATE PORT AUTHORITY
INSURANCE REQUIREMENTS FOR CONTRACT WORK

INDEMNIFICATION
The Contractor shall assume all liability for and shall indemnify and save harmless the State of Alabama and the Alabama State Port Authority, doing business as Alabama State Docks (ASD), and its officers and employees from all damages and liability for injury to any person or persons, and injury to or destruction of property, including the loss of use thereof, by reason of an accident or occurrence arising from operations under the contract, whether such operations are performed by himself or by any subcontractor or by anyone directly or indirectly employed by either of them occurring on or about the premises, or the ways and means adjacent during the term of the contract, or any extension thereof, and shall also assume the liability for injury and/or damages to adjacent or neighboring property by reason of work done under the contract

INSURANCE REQUIREMENTS
The Contractor shall not commence work under the contract until he has obtained all insurance required under the following paragraphs and until such insurance has been approved by ASD, nor shall the Contractor allow any subcontractor to commence work until all similar applicable insurance has been obtained by the subcontractor or the Contractor has provided coverage for the subcontractor.  The Contractor shall provide, at his expense, insurance in accordance with the following:

General Requirements (applicable to all policies)(Required for this project)
All policies of insurance must be written with companies acceptable to ASD. The Contractor shall furnish to ASD certificates of insurance, signed by the licensed agent evidencing required coverages.  ASD reserves the right to require certified copies of any and all policies.  Each policy of insurance shall provide, either in body of the policy or by endorsement, that such policy cannot be substantially altered or cancelled without thirty (30) days’ written notice to ASD and to the insured.  Except for Workers Compensation, said policies will identify Alabama State Port Authority, its officers, officials, agents, servants and employees as Primary and Non-contributory Additional Insureds in connection with work performed for, on behalf of, or on the property of ASD, including a waiver of all rights of subrogation.

General Liability (Required for this project)
The Contractor shall take out and maintain during the life of the contract Commercial General Liability insurance, including Blanket Contractual and Completed Operations coverages, in an amount not less than $500,000 for any one occurrence for bodily injury, including death, and property damage liability.

Automobile Liability (Required for this project)
The Contractor shall take out and maintain during the life of the contract Business Automobile Liability insurance covering any auto in an amount not less than $500,000 for any one occurrence for bodily injury, including death, and property damage liability.

Workers Compensation (Required for this project)
The Contractor shall take out and maintain during the life of the contract Workers Compensation and Employers Liability insurance providing coverage under the Alabama Workers Compensation Act in an amount not less than that required by Alabama law.

Where applicable, Contractor shall take out and maintain during the life of the contract insurance providing coverage as required by Federal statute, including but not limited to U.S. Longshoremen and Harborworkers’ Compensation Act (USL&H), Jones Act, and Railroad Federal Employers Liability Act (FELA).



State of _______________________________

County of ______________________________

CERTIFICATE OF COMPLIANCE WITH THE BEASON-HAMMON ALABAMA TAXPAYER AND CITIZEN PROTECTION ACT (ACT 2011-535, as amended by Act 2012-491)

DATE: ________________________________

RE Contract/Grant/Incentive (describe by number or subject):

_______________________________________________________________ by and between

_______________________________________________________ (Contractor/Grantee) and

_________________________________________ (State agency, Department or Public Entity)

The undersigned hereby certifies to the State of Alabama as follows:

1. The undersigned holds the position of _____________________ with the Contractor/Grantee named above, 
and is authorized to provide representations set out in this Certificate as the official and binding act of that entity and has knowledge of the provisions of THE BEASON-HAMMON ALABAMA TAXPAYER AND CITIZEN PROTECTION ACT (Act 2011-535 of the Alabama Legislature, as amended by Act 2012-491) which is described herein as “the Act.”
2. Using the following definitions from Section 3 of the Act, select the initial either (a) or (b), below, to describe the Contractor/Grantee’s business structure.
BUSINESS ENTITY. Any person or group of persons employing one or more persons performing or engaging in any activity, enterprise, profession or occupation for gain, benefit, advantage or livelihood, whether for profit or not for profit. “Business entity” shall include, but not limited to the following:
a. Self-employed individuals, business entities filing articles of incorporation, partnerships, limited partnerships, limited liability companies, foreign corporations, foreign limited partnerships, foreign limited liability companies authorized to transact business in this state, business trusts and any business entity that registers with the Secretary of State. 
b. Any business entity that possesses a business license, permit, certificate, approval, registration, charter or similar form of authorization issued by the state, any business entity that that is exempt by law from obtaining such a business license and any business entity that is operating unlawfully without a business license. 
       EMPLOYER. Any person, firm corporation, partnership, joint stock, association, agent, manager, 
       representative, foreman or other person having control or custody of any employment, or of any
       employee, including any person or entity employing any person for hire within the State of Alabama, 
       including a public employer. This term shall not include the occupant of a household contracting with 
       another person to perform casual domestic labor within the household. 

___ (a) The Contractor/Grantee is a business entity or employer as those terms are defined in Section 3 of the Act.
___ (b) The Contractor/Grantee is not a business entity or employer as those terms are defined in Section 3 of the Act.
3. As of the date of this Certificate, contractor/Grantee does not knowingly employ an unauthorized alien within the State of Alabama and hereafter it will not knowingly employ, hire for employment or continue to employ an unauthorized alien within the State of Alabama.
4. Contractor/Grantee is enrolled in E-Verify unless it is not eligible to enroll because of the rules of that program or other factors beyond its control.

Certified this ______day of ______________20______.
______________________________________
Name of Contractor/Grantee/Recipient

By: ______________________________________
 
Its: ______________________________________

The above certification was signed in my presence by the person whose name appears above, on 

this______day of ________________20______.
WITNESS: ____________________________________

____________________________________
Printed Name of Witness

  [image: Disclosure Form - Page 1 of 2]
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Waterproof High-Performance Luxury Vinyl Plank Specifications
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Patterned Broadloom Stain-Resistant Commercial Grade Carpet Specifications
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Paint Specifications
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State of Alabama
Disclosure Statement

(Required by Act 2001-955)

ENTITY COMPLETING FORM

ADDRESS

CITY, STATE, ZIP TELEPHONE NUMBER

STATE AGENCY/DEPARTMENT THAT WILL RECEIVE GOODS, SERVICES, OR IS RESPONSIBLE FOR GRANT AWARD

ADDRESS

CITY, STATE, ZIP TELEPHONE NUMBER

This form is provided with:
D Contract D Proposal [:, Request for Proposal D Invitation to Bid D Grant Proposal

Have you or any of your partners, divisions, or any related business units previously performed work or provided goods to any State
Agency/Department in the current or last fiscal year?

D Yes D No

If yes, identify below the State Agency/Department that received the goods or services, the type(s) of goods or services previously pro-
vided, and the amount received for the provision of such goods or services.

STATE AGENCY/DEPARTMENT TYPE OF GOODS/SERVICES AMOUNT RECEIVED

Have you or any of your partners, divisions, or any related business units previously applied and received any grants from any State
Agency/Department in the current or last fiscal year?

D Yes D No

If yes, identify the State Agency/Department that awarded the grant, the date such grant was awarded, and the amount of the grant.

STATE AGENCY/DEPARTMENT DATE GRANT AWARDED AMOUNT OF GRANT

1. List below the name(s) and address(es) of all public officials/public employees with whom you, members of your immediate family, or
any of your employees have a family relationship and who may directly personally benefit financially from the proposed transaction.
Identify the State Department/Agency for which the public officials/public employees work. (Attach additional sheets if necessary.)

NAME OF PUBLIC OFFICIAL/EMPLOYEE ADDRESS STATE DEPARTMENT/AGENCY

OVER




image5.jpeg
2. List below the name(s) and address(es) of all family members of public officials/public employees with whom you, members of your
immediate family, or any of your employees have a family relationship and who may directly personally benefit financially from the
proposed transaction. Identify the public officials/public employees and State Department/Agency for which the public officials/public
employees work. (Attach additional sheets if necessary.)

NAME OF NAME OF PUBLIC OFFICIAL/ STATE DEPARTMENT/
FAMILY MEMBER ADDRESS PUBLIC EMPLOYEE AGENCY WHERE EMPLOYED

If you identified individuals in items one and/or two above, describe in detail below the direct financial benefit to be gained by the public
officials, public employees, and/or their family members as the result of the contract, proposal, request for proposal, invitation to bid, or
grant proposal. (Attach additional sheets if necessary.)

Describe in detail below any indirect financial benefits to be gained by any public official, public employee, and/or family members of the
public official or public employee as the result of the contract, proposal, request for proposal, invitation to bid, or grant proposal. (Attach
additional sheets if necessary.)

List below the name(s) and address(es) of all paid consultants and/or lobbyists utilized to obtain the contract, proposal, request for pro-
posal, invitation to bid, or grant proposal:

NAME OF PAID CONSULTANT/LOBBYIST ADDRESS

By signing below, | certify under oath and penalty of perjury that all statements on or attached to this form are true and correct
to the best of my knowledge. | further understand that a civil penalty of ten percent (10%) of the amount of the transaction, not
to exceed $10,000.00, is applied for knowingly providing incorrect or misleading information.

Signature Date

Notary’s Signature Date Date Notary Expires

Act 2001-955 requires the disclosure statement to be completed and filed with all proposals, bids, contracts, or grant proposals to the
State of Alabama in excess of $5,000. \
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Masland

Mesh #7860
Coustruction specifications
Product Mesh
Style Number 7860
Fiber Content ‘Universal Fibets™ Type 6,6 nylon with pennanent ston resst aud recycled content
‘Fiber Weight 20 0zsq, . (678 gime)
‘Fiber Recycled Content 30%*
Construction Patiern Loop
Pattern Repeat 48"W X 25'L (12192 e X 63.5 cn)
Dye Method Solution Dyed
Gunge 2
Pile Height 2197 /125" (5.5 mm /3,18 wm)
Total Weight 54 02/5q. 0. (1831 g/m)
Primary Backlng ‘Wovea Polypropylene
Secondary Backlug ‘Wovea Polypropylene with Unitary
GLP Certiication GLPIETS

"For detailed percentage of recycled conte, contact your Masland Contrict representative.

Specifications may varyslightly over the life of a product. For current specifications, please visit waww maslandeontract com.

Perforuance specifications

Warranty 10 year wear warraity

Flaonmabilty Rating Flooring Radiaut Panel ASTM E-648 andor NFPA 253 Greater th 045 wattsCM?
Class 1 (BU) CFL S 1. Surfoce Flammabiliy of Carpets and Rugs (16 CFR Chapter I
Subcbapter D, Part 1630 CPSC FF 1-70) also referenced as ASTM D-2859

‘Smoke Density Passes NBS Suoke Chanber Test ASTM E-662

Colocfustness o Light 40 0r btter

Statc Reting Less than 3.5 kY. Autistat warranted for the ffe of the carpet

Mesh is 3% party certifed to the NSF 140-2007 Sustainable Carpet Stendd

Slight vriations between sample swatches and production goods are 10 be expected and are considered nommal. Likewise.
such vaintions will ccur between prodction 80ods of diffeent dye lots. Masland laboratory matches i obiained under
ool white lucrescent Jighting. Chair pads are recammended o enliance the agsthetic value and longevity of the product.

‘Help Us Recycle
‘Meslaud Conteacts goal is 1o eliminate all peodct waste going into landiills. Fielp us by removing saunples from folders
and recycling folders through your standard paper recyeling process. Forward samples to Masland by using prepaid address
labels available through your Masland Contrect represeutive.

All Masland desigas are protected under the U, Copyright Act of 1976. Any unautborized duplication or spprosimation

of a Masland design constitutes copyright infingement n violaion of Fediecal Lavw.
Oms
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SHERWIN-WILLIAMS,

SECTION 09.90 00
INTERIOR, EXTERIOR AND HIGH PERFORMANCE PAINTS AND COATINGS

PART 1 GENERAL

11

12

13

SECTION INGLUDES
A Itororpaint anc coatng systems (LEED-V4 and V4. 1) inclucing surface proparaton
5. Intriorpaint and costing commercial systams incuding surface proparation,

.. teior igh-performanco paint and coatingssystems ncucing suface preperatio.
RELATED SECTIONS

‘Sacton 03.30 00 - CastinPlaco Concrot,

‘Sacton 04 20 00 - Uit Masorry: Goncrote Masonry Unis (CMU) and brickc

Sacton 05 12 16- Fabriatod Firaprocted Stael Columns.

Sacton 0550 00- ota Fabrications.

Secton 0620 00- Finish Carpenty.

Secton 06 40 00- Arhitectural Woodvrk.

Section 08 111316 - Gustom Hollow Metal Doors and Fromes.

Temmoow® >

Section 09 21 16.23 - Gypsum Board Shaft Wall Assemblies.
Section 23 05 00 - Common Work Results for HVAC,

J. Socllon 26 05 00 - Common Work Results for Elecircal.
REFERENCES

A Stoe! Structures Painting Councl (SSPC):
'SSPC-SP 1 - Solven Ceaning.

SSPG-SP 2 - Hand Tool Gloaning

SSPC.SP 3 _Power Tool Cleaning

‘SSPC-SPSNACE No. 1, White Metal Biast Cleaning.

‘SSPC-SPENACE No. 3, Commercil Biast Clearing.

SSPC-SPYINACE No. 4, Brush-Of Blast Claring,

SSPCSPIOINAGE No. 2, Near- Wit Blast loaning.

SSPC.SP 1, Power Tool laaring fo Baro Metal

SSPC-SP12INAGE No. 5, Surface Proparalion and Cleaning of Melals by Wateiating

Prio o Recoatng.

SSPG-SP 13/ NACE No. 6 Surface Proparation for Concrete.

coNparena

0990 00-1
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Materlal Safoty Data Sheets/ Environmenal Data Shests: Per manufacturer's MSDSIEDS
for specifc VOCs (calculated per 40 CFR 59.406). VOCs may vary by base and sheen.

Galifomia Department of Pubii Health (CDP!
1. CDPHVI1-2010and V1.2:2017

LEEDv4 £Q Credi: Indoor Environmental Qualty-Low Emiting Meterials

14 SUBMITTALS

A
B

‘Submit under provislons of Section 01 30 00 - Adinistraive Requirements.

Product Data: For sach palntsystem indicated, including.
Product characteristis.

Surface preparaton isiructions and recommendations.
Primer requirements and finish specifcaton.

Storage and handiing requirements end recommendations.
‘Application methods.

Cautions for storage, handiing and instalition.

Selection Samples: Subimit a complete set of color chips that represent the full range of
manufacturer's products, colors and sheens available.

Verifcation Samples: For aach finish product spocifid, submit samples that represent actual
product, color, and sheen.

Only subimit compling products based on project requiremens (.e. LEED). One must akso
Gomply with the regulations regarding VOCs (CARB, OTC, SCAGMD, LADCO). To ensure
Gomplance with district egulations and other rules, businesses that perform coating
activities should contac the local district n each area whers the coating vl be usad.

USGBC LEED V4 Submitals:

1. MRo2 Environmental Product Declaration Product Language: Products shal be
seloctod with a preferance to products that have product-specific environmental
product declaraon documentation.

2. EQe2Low Emiting Materals: Tha VOC conterit of al achesives, sealants, paints and
oatings inthis Section shall not excood the VOC limits established in Division 01
Sustainable Design sections.

15 QUALITY ASSURANCE
A

Installer Qualfcations: A firm or individual experiencad in applying paints and coatings
similar in matarial, design, and extent fo thoso indicated for this Project, whose work hes
resuted in applcations vith a record of sucoessiul In-servico performance.

Paint exposed surfaces. If a color o finish, or a surface is not specfcally menioned,
Architoct wil solect from standard producs, colors and sheens vellable.

Do ot paint prefinished llems, concealed suriaces, finished metal surfaces, operating parts,
and labels unloss Indicated.

Mock-Up: Provide & mock-up for evaluation of surfacs preparation tochniques and
application workmanship.

1. Finish surfaces for verifcation of producs, colors and shens.

2. Finish area designaled by Architecl.

3. Provide samples that designate primer and fiish coats.

4. Donot proceed with remaining work unti the Architect approves the mock-up.

0990002
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1.6 DELIVERY, STORAGE, AND HANDLING

A

c.

D,

Delivery: Dellver manufacturer's unopenad containers to the work sie. Packaging shall bear
the manufacturers name, labal, and the following st o information.
Product name, and type (descripton).
Applcation and usa Instructons.
‘Surface preperation.
VOC content.
Environmental handiing.
Baich date.
Color number.

Storage: Store and dispose of solvent-based matorials, and materials used with solven-
based materials, in accordance with requirements of local authorlties having juiscction.

‘Store materials in an area that is within the accoptabls temperature rangs, per
manufaciurers nstructions. Protect from freezing.

Handling: Maintain a clean, dry storage area, to prevent contamination or damage to the
coatings.

17 PROJECT CONDITIONS

A

Maintain environmental condiions (temperature, hurmidity, and ventiation) witin s
rocommended by manufacturer for optimum results. Do not Instal products under
‘onvironmental conditions outside manufacturer’s recommended limit.

18 EXTRAMATERIALS

A

Furnish extra paint materals from the same production run as the materials applied and In
tho quantites described below. Package with protoctivo covering for storags and identry
vith labels describing contents. Deliver exira materials to Owner.

Furnish Owner with an addltonal one percent of each materlal and color, but notless than 1
gal (3.81)or 1 case, a5 appropriate.

PART 2 PRODUCTS

21 MANUFACTURERS

A

Accoptable Manufacturer: Sherwin-Willams, which i located at: 101 Prospect Ave.;
Cloveland, OH 44115; ASD Toll Free Tol: 800-524-5970; Tel: 216-566-2000; Fax. 440-826-
19889; Email: requst infospeciications@sharvin.com; Wby s0ecs.com

Requosts for substitutions wil be considered In accordance with provisions of Scton 01 60
00 -Product Requirements.

22 APPLICATIONS/SCOPE

A

Interor Paint and Coating Systems: LEED v4 EQ Credt: Indoor Environmentai Quality-Low
Emiting Materias
1. Concroto: Poured, precast,tt-up, cast-in-place, coment board, plaster.

Masonry: Concrete masonry unit, including spit-facs, scored, and smooth block
Metal: Aluminum, galvanizod steal.
Wood: Wals, Gellings, doors, tim and sinilar tems.
Drywall: Drywall board, Gypsum board.

2.
3
4
5.
Interor Paint and Coating Commercial Systems:

0990003
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23

24

1. Wood: Wals, celings, doors, tim and similar lems.
2. Drywali: Drywal board, Gypsum board.

PAINT MATERIALS - GENERAL

A Paints and Coatings:

1. Unloss otherwise Indicated, provids factory-mixed coatings. When required, mix
coalings to cormact consistancy In accordance with manfacturers insiructions beforo
appication. Do no reducs, thin,or dilute coatings or add materials o coatings unless
such pracedure is specifcally described in manufacturers product instrucions.

2. For opaque finishes, tint each coal including primer coat and intermediato coals, one-
half shade lighte than succeeding coat, with finalfinish coat as base color. Or follow
manufactures product nstructions for optimal color conformance.

B, Primers: Whero the manufacturer offrs options on primers for a partcular substrate, use
primer catogorized as "best" by the manufacturer.

. Coating Application Accessories: Provido al primers, salers, cieaning agents, cloaring
dlths, sanding materials, and clean-up materias required, per manufacturer's
specifcations.

D. Golor: Rofor to Finish Schedule for paint colors, and as selected.

E. LEED Requirements: LEED V4 and V4.1 EQ Credit: Indoor Environmental Qualiy-Low
Emiting Mterils.

INTERIOR PAINT AND COATING SYSTEMS (LEED-V4 AND V4. NCIGIICS COMPLIANT)

A Concrete: Walls and Cefiings, Poured Concrata, Precast Concrote, Unglazed Brick, Cement
Board, TitUp, Cast-in-Place including Plaster Wals and Cellings.
1. Latex Systoms:

‘Somi-Gloss Finsh:

1) 16t Coat: SW Loxon Concroto and Masonry Primer Sealer, LXOZWSO (8
s wet, 3.2 mis dry).

2) 2nd Goat: SW Probar 200 Zero VOC Latex Seri-Gloss, B31-2600
Seres.

) 3rd Coat: SW Probar 200 Zero VO Latox Somi-Gioss, B31-2600
Seros (4 mis wet, 1.5 mils cry por coal).

‘Soi-Gloss Finsh: High Performance (HP) Upgrad.

1) 1stCoat. SW Loxon Concrote and Masonry Primer Seaer, LXC2WS0
(@ mis wet, 3.2 mils dry),

2) 20 Goat: SW Probar 200 HP Zero VO Latex Sem-Gioss, B31-1950
Sries.

) 3 Coat: SW ProMar 200 HP Zoro VOC Latex Semi-Gloss, B31-1950
Series (4 mis wet, 1.6 milsdry per coal).

Eg-Shel/ Saiin Firis:

1) 15t Goat: SW Loxon Concrate and Masonry Primer Soalor, LXOZWSO (8
mils wel, 32 mis ry).

2) 2nd Cost S Prolar 200 Zoro VOG Latex Eq-Shel, B20-2600 Seris.

3) 3 Coat: SW Prolar 200 Zero VOC Latex Eg-Shel, B20-2600 Series (4
mils wet, 1.7 mils ry per coat).

Eg:-Shl Salin Finsh: High Porformance (<P) Upgrade.

1) st Coat: S:W Loxon Concrte and Masonry Primer Sealr, LXC2W50
(@mils wet, 3.2 mis dy).

2) 2nd Goat: SV Prolar 200 HP Zero VOC Lotex Eg-She, B20-1950
Serics

3) 3 Goat: SW Problar 200 HP Zero VOG Latex Eg-Shel, B20-1950

0990004
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2

Series (4 mils wat, 1.7 mi dry per coat).

Flat Finkh:

1) st Coat: S-W Loxon Concrete and Masonry Primer Sealer, LX02WSO (8
mils wet, 32 s iry).

2)  2nd Coat: S-W ProMar 200 Zero VOC Latex Flt, B30-12600 Series.

3)  3rd Coal: SW ProMar 200 Zero VOC Latex Flat, B30-12600 Series (4
imis wt, 1.6 mis ry per coal).

Epoxy Systms; Watsrhesa

Sami-Gioss Finih

1) 15t Coat: S-W Loxon Concrele and Masonry Primer Sealer, LXOZWSO (3
mis wel, 32 mis dy).

2) 20 Coat: S-W Pro Industrial Pr-Catalyzed Walerbased Epoxy, Kd-
Series.

) 310 Coat: SW Pro Industrial Pro-Catalyzed Watecbased Epoxy, Kds-
Series (4 is wot, 1.5 mis dy por coal).

Eg-ShellLow Luster Fnish:

1) 16t Coat: S-W Loxon Concrote and Masorvy Primer Socler, LX02WS0 (8
mils wel, 32 mis dy).

2) 2nd Coats S-W Pro Industrial Pre-Catalyzed Watsrbased Epoxy, Kds-
Series

3 3rd Coats S-W Pro Industril Po-Cetalyzed Walsrbased Epoxy, Kés-
Seras (4 mis wot, 1.5 mis dry por cost).

B, Metal: Auminum and Galvanized.
Latex Systems:

1.

Gloss Finish High Performancs:

1) 15t Coat: S-W Pro Industrial Pro-Cryl Universal Primer, B6-1310 Serles
(5.0 mis wet, 2.0 mils dry).

2)  2nd Coat: S-W Pro Industrial Acrylc Gloss, B66-600 Series.

3)  3rd Coat: SW Pro Industrial Acrylc Gloss, B86-600 Series (2.0-4.0 mils
iy per coat).

b, Semk-Giogs Finish High Performance:
1) fstCoat: SW ProIndustial Pro-Cryl Universal Primer, B66-1310 Serias
(5.0 mis wet, 20 mis dry).
2)  2nd Coat: SW Pro Industial Acrylc Semi-Gloss, BG6-650 Serles.
3)  3rd Coat: SW Pro Industrial Acrylc Somi-Gloss, B66-650 Seres (2.0-
4.0 mils dry per coa).
C. Drywall: Walls, Calings, Gypsum Board and similar toms.
1. Latex Systoms:
s Semi-Gloss Finish:

1) 15t Goat: S-W ProMar200 Zero VO Intorlor Latex Primer, B28W2600 (4
mis wot, 1.6 mils dry).

2)  2nd Coal: S-W ProMar 200 Zero VOC Latex Semi-Gloss, B31-2600
Sorios.

3)  3rd Coat: S-W ProMar 200 HP Zero VOC Lalex Semi-Gloss, B31-2600
Serios (4 mils wet, 1.5 mils dry per coat).

Eg-Shel / Satn Finish

1) 15t Coat: S-W ProMar 200 Zero VOG Interior Latex Prirmer, B28W2600
{4 mils wet, 1. mils ).

2) 2nd Coat: S-W Probar 200 Zero VOG Latex Eg-Shel, B20-2600 Series.

) 3rd Coat: S-W Prohar 200 HP Zero VOC Latex Eg-Shel, B20-2600
Sories (4 mis wat, 1.7 mils dry per coat).

Flat Finish:

1) 1st Coat: SW Probar 200 Zero VOC Inerior Latex Primer, B28W2600
(4 mils wet, 15 mils dry),
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2) 2nd Coat: S-W ProMar 200 Zero VOC Latex Fla, B30-12600 Series.
) 3rd Coat: SW Probar 200 Zero VOG Latex Flat, B30-12600 Series (4
mis wet, 1.6 mils dry por coat).

25 INTERIOR PAINT AND COATING COMMERCIAL SYSTENS

A Woad: Walk, olings, doors, and tim.
1. Lalox Systams:
a. Gloss Fiish
)" 15t Coal: S Premium Walland Wood Primer, B28W8111 (4 s wet,
18 mis ).
2) 20d Coat: SW ProClassic Waterbome Acryi Gloss, B21-51 Series.
3)  3nd Coat SW ProClasslc Waterbarne Acrylc Gloss, B21-51 Serles (4
mils we, 1.5 mls dry pr coat).
b Semi-Gloss Finish
1) 16t Goat: SW Premium Wall and Wood Prmer, B28W8111 (4 mils wet,
1.8 mis dy).
2)  2nd Coat: S-W ProClassic Waterborne Acrylc Seri-Gloss, 831 Seies
3) 3 Coat: SWW ProCiasslc Waterborne Acrylc Semi-Gioss, 331 Serles
d mis wet, 1.3 mis ry por coat.

PART 3 EXECUTION
31 EXAMINATION
A Donot begin instaiaion untl substrates have been propery preparsd; noliy Archilact of
unsatisfactory condllons before proceeding. If substrate preparation is the responsivilty of
another nstaller, notlfy Architectof unsallsfaclory praparafion before proceeding.

Proceed with work only after conditions have been correcied and approved by all pares,
otherwise application of coatings wil be considered as an acceptance of surface condiions.

. Proviously Painted Surfaces: Verlfy that existing painted surfaces do not contaln lead based
paints, notfy Archtect immediately i lad based paints are encountered.

32 SURFACE PREPARATION

A General: Surfacas shal be dry and in sound condition. Remove of, dust, di, loose rust,
posing pant or gthrcoraminaton o arsuregood adhesen
Prior o attempting to romove mildow, it s recommended 1o test any cloaner on a
smell, inconspiouous area prior o use. Bleach and bleaching type cleaners may
‘damage or discolor existing paint fims. Bleach alernative cleaning solutions aro
advised.

2. Ramove mildew before paintng by washing with a solution of 1 partliquid household
bleach and 3 parts of warm water, Apply solution and scrub the mildewed area. Allow
solution to remain on the surface for 10 minutes. Rinse thoroughly with clean water
and allow surface o dry before painting. Wear proleciive glasses or goggles,
waterproof gloves, and protective clothing. Quickly wash off any of the mixure that
comes in contact with your ekin. Do not add detergents or ammonia o the
bleachiwater soluton.

Remove items including but not limited o thermostats, alectical outets, switch covers

and simiar tems prior o palnting. Afler complating painling operations in sach space

or area, roinstall flams removed using workers siled In the trados involved.

4. Noexteriorpainting shoid be done immediately afer a rain, during foggy woatner,
when rain s predictad, or when the fomperature is below 50 degrees F (10 degrees

), unless products are designed speciflcally for these conditions. On large expanses

of metai sicing, the ar, surface and material torporatures must be 50 degrees F (10

099000-6
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dogress F) or higher to use low temperature producls.

Aluminum: Remove allof, greaso, dit, oxide and other forelgn material by cleaning per
SSPC-8P1, Solvent Cleaning.

Block (Cinder and Concrete): Remove al loose mortar and forelgn material. Surface must be
e oflltance, concrete dust, dit form release agents, molsture curing membranss, looss
‘cament, and hardeners. Conorete and mortar must be cured at least 30 days at 75 dogrees.
F (24 dgrees C). The pH of the surfaco should be between 6 and 9 unless the products are
designed to be used in high pH environments. On tlt-up and poursc-in-placs concrels,
‘commercial detergents and abrasive biasting may be necsssary to preparo the surface. Fill
bug holes, air pockets, and other volds with a coment patching compound.

Concrete, SSPC-SP13 or NACE 6: This standard gives requirements for surface preparation
of conerat by mechanical,chermical, or thermal mathods pior o the application of bonded
protocive coating or ining systoms. The requirements of this standard aro applicable o all
Iypes of cemeniious surfaces Indluding cast-n-place concrste foors and walls, precast
slabs, masonry walls, and shotcrete surfaces. An acceptable prepared concrels surfaca
should be free of contaminants, laliance, loosely adharing concrete, and dust, and should
provide a sound, uniform substrate suitable for the application of protective coating or ning
systems.

Cament Composition Siding/Panels: Romove all surfaco contamination by washing with an
appropriate cleaner, inse thoroughly and allow to dry. Existing peeled or checked paint
should be scraped and sanded to a sound surfacs. Pressure clean, f needed, with a
minimu of 2100 psi pressure to remove al dif, dust, grease, o, loose particles, lattanco,
foreign material, and pesling or defective coatings. Allow the surface o dy thoroughiy. The
PH of the surface should be between 6 and 8 unless the products are designed to be usod In
Tigh pH environments.

Copper and Stainless Steel: Removo all o, greass, i, oxide and olher forelgn material by
cleaning per SSPC-SP 2, Hand Tool Cloaning,

Exterior Compositon Board (Hardboard): Some composition boards may exude a waxy
material that must be removed vith a solvent pror to coating. Whether factory primed or
unprimed, extrior composition board sding (nardboard) must be cleaned thoroughly and
primed with an alkyd primer.

Drywall - Exterlor: Must be clean and cry. All nail heads must be st and spackled. Joints
must be taped and covered wih a aint compound. Spackled nail heads and tape Joints must
bo sanded smooth and al dust removed prior to paining. Exterir surfaces must be
spackled wilh exterior grade compounds.

Drywial - Intorlor: Must be clean and dry. Al nall eads must be set and spackied. Joints
must be taped and covered with a joint compound. Spackled nail heads and tape joints must
be sanded smooth and al dust removed prior to painting.

Galvanized Metal: Gl por SSPC-SP1 using doergent and wateror a dagreasing cleanar
o omova greases and ois. Aopy a tstarea,priming as reaured. Allow (e coating o cry
atloastone weok befor tsting. I adhesion f poor, Brush Bast pr SSPG-SP16 s
necossery o romove thess irsaiments.

Plaster: Must be allowed to dry thoroughly for atleast 30 days befors painting unless the
products are designed {o bo used in high pH environments. Room must ba venilated whie
Grying; in cold, damp weather, rooms must bo heatod. Damaged araas must be repaired
wih an appropriate patching materlal. Bare plaster must be cured and hard. Textured, soft,
porous, or powdery plasler should be reated with a solution of 1 pint housshoid vinegar o 1
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gallon of water. Repeat unt the surface Is hard, rinse with clear water and allow to dry.

‘Steot: Structural, Plate, And Similar ltems: Shouid be cleaned by one of more of the surface
proparations described below. These methods are used throughout the world for describing
metnods for loaning structura sleel. Visual standards are available {hrough the Society of
Proteciive Coatings. A bref description of these standards togefher with numbers by which
they can bo specified follow.

1. Solven Cleaning, SSPC-SP1: Solvent cieaning is a method for removing all isibls of,
grease, sol, drawing and cuting compounds, and other soluble contaminanis. Solvert.
cleaning does not remove rust of millscale. Change rags and cleaning solution
frequenty so that doposits of ol and grease are not spread over additional areas in
the deaning process. Bo sure to allow adequate ventiation.

2. Hand Tool Clsaning, SSPC-5P2: Hand Tool Gloaning removes al loose mil scale,

loose ust, and other detrimenta frelgn malter. It i ot itended that adherent mill

Scale, rust, and paint ba ramoved by this procoss. Befors hand tool cleaning, remove

Visble of, grease, saluble welding residues, and salts by the methods outined in

SSPC-SP1.

Powar Tool Cleaning, SSPG-SP3: Power Tool Clsaning removes allloose mil scale,

loos rust, and other delrimental foreign matier. It Is ot itended that acherent il

Scale, fust, and pain be removed by this process. Sefore power tool Gieaning, remove

Visble of, grease, soluble welding residuos, and salts by the methods outined in

SSPC-SP1.

While Metal Bast Cleaning, SSPC-SP5 or NACE 1: A White Metal Blast Cleancd

surlace, whon viewsd without magnificaton, shall bo froe of allvisible ol grease, dir,

dust, il scale, ust, paint, oxidss, corrosion products, and other foreign mater.

Beforo biast cleaning, visble daposis of ol or grease shall be removed by any of the

methods specifid in SSPC-SP or other agreed upon methods.

‘Commercial Blast Cleaning, SSPC-SP6 or NACE 3: A Commercial Blast Cleanad

surface, when viewed without magnification, shall e free of allvisioio o, grease, dit,

dust, mill scale, rus, paint, oxides, corrosion products, and other foreign mater,

‘xcept for staining. Staining shal be imited to no moro than 33 percent o each

square inch of surface area and may consistof light shadows, sight streaks, or minor

discoloralion caused by stains of rust,stains of mill scale or stains of proviously
applied pain. Before biast cleaning, visible dsposis of o or grease shall be removed
by any of the methods spacified in SSPC-SP1 or other agreed upon methods.

6. Erush-Off Blast Cloaning, SSPC-SP7 or NACE 4: A Brush-Of Blast Cleaned surfac,
when viewad without magnificaton, shall be free of all visible of, grease, dit, dusl,
Ioose mill scale, loose rust, and laose palnt. Tightly adharent il scale, ust, and paint
‘may remain on the surfaco. Before biast dleaning, visible deposits of oilor greass.
shallbe removed by any of the mathods specified in SSPC-SP 1 or ther agreed upon
motnods.

Power Tool Cleaning to Bare Metal, SSPC-SP1 1: Metall surfaces that are propared
according to tis specifcation, when viewed without magnification, shail bo free of all
visile o, grease, dir, dust, mill scale, rust, paint, oxido corrosion products, and other
foreign malter. Slight residuis of ust and paint may b left n the lower porions of pits
Ifthe original surfac Is itted. Prior to power ool surface proparation, remove visible
deposits of ol or groase by any of the methods specilied in SSPC-SP1, Solvent
Cleaning, or other agroed upon mathods.

8. Noar-Whito Biast Cieaning, SSPC-SP10 o NACE 2 A Near Whito Blast Cleancd
surface, when viewed without magnifcation, shal be free of al visibie of, grease, dir,
dust, mill calo, rust, paint, oxides, corosion products, and other forelgn matter,
‘axcept forstaiing. Staining shal be limited to no moré than 5 percent of each square
nch of surface area and may consist oflight shadows, slight streaks, of minor
discoloratin caused by stalns of rust, stains of mill scale, or stains of proviously
applied paint. Bafore biast cleaning, visible deposits of o or grease shall be removed
by any of the methods specifled in SSPC-SP1 or ofher agreed upon methods.
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9. High- and Ulua-High Pressure Walar Jotting for Steel and Other Hard Materias:
SSPC-SP12 or NACE 5: This standard provides requirerents for the uss of high- and
ulra-high pressur waterjtling o achieve various degrees of surface cleaniiness.
“This standard s limitsd In scope  the use of water only without the adcition of sold
partiles n the sirsem.

10, Water Blasting, SSPC-SP12/NACE No. 5: Removal of ol grease dit, oose rust,loose
millscale, and loose paint by water at presstres of 2,000 0 2,500 psi ata flow of 4 o
14 gallons per minute.

M. Vinyl Siding, Architectural Plastcs, EIFS and Fiberglass: Clean vinyisiding thoroughly by
scrubbing vith @ warm, soapy water solution. Rinse thoroughly. Do not paint viny! slding with
any color darker than the oriinal color unless the paint syste foaturs Shorwin-Willams
VinyiSafe technoiogy. Painting with darker colors that aro not Sherwin-Willams VinylSafa
may cause siding to warp. Follow all painting guidelings of he vinyl manufacturer when
painting. Only paint properly nstalled viny! sking. Deviating from the manufacturer's painting
guidolines may cause the warranty 1o bo voldeq,

N. Stucco: Must be clean and frse of any loose stucco, If recommended procedures for
applying stucco are followed, and nomal drying condlions prevall the surface may be
painted in 30 days. The pH of the surface should bo between 6 and 5 unioss the products.
are designed to be used in high pH environmens such as Loxon.

©. Wood: Must be clean and dry. Prime and peint as soon as possibl. Knols and plich strecks
must be scraped, sanded, and spot primed before a full priming coa is applied. Patch allnall
holes and imperfoctons with a wood filer or putty and sand smooth.

INSTALLATION

A Apply al coatings and materils with the manufacurer's spocifications In mind. Mix and thin
coalings according to manufacturer's recommendations.

B. Donot apply to wet or damp surfaces. Wall at loast 30 days beforo applying to new concrete
o masonry. Or folow manufacturar's procedures to apply appropriate coatings prior to 30
days. Test now concrete for moisture content. Wait unt wood is fuly dry after ain or
morning fog or dow.

G Apply coalings using methods recommended by manufacturer.

Uniformly apply coatings without runs, drips, or sags, without brush marks, and with
consistent sheen.

E. Apply coatings at spreading rate required to achieve the manufacturars recommendod dry
im fhickness.

F. Regardiess of number of coals specifled, apply as many coals as necessary for complate
hide, and uniform appearance.

G, Inspecion: The coated surface must be inspected and approved by the Architect Justpror o
the application of each coat.

PROTECTION
A Protect finished coatings from damage untl completon of project
B, Toush-up damaged caatings afte substantial complation, following manufacturer's

recommendaton for touch up of repair of damaged coatings. Repai any defects that wil
hinder the performance of the coatings.
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